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TYPICAL PARAMETERS OF VARIOUS FUELSa

Heating Value

Type of Fuel kcal Btu Sulfur
% (by weight)

Ash
% (by weight)

Solid Fuels

  Bituminous Coal 7,200/kg 13,000/lb 0.6-5.4 4-20

  Anthracite Coal 6,810/kg 12,300/lb 0.5-1.0 7.0-16.0

  Lignite (@ 35% moisture) 3,990/kg 7,200/lb 0.7 6.2

  Wood (@ 40% moisture) 2,880/kg 5,200/lb N 1-3

  Bagasse (@ 50% moisture) 2,220/kg 4,000/lb N 1-2

  Bark (@ 50% moisture) 2,492/kg 4,500/lb N 1-3b

  Coke, Byproduct 7,380/kg 13,300/lb 0.5-1.0 0.5-5.0

Liquid Fuels

  Residual Oil 9.98 x 106/m3 150,000/gal 0.5-4.0 0.05-0.1

  Distillate Oil 9.30 x 106/m3 140,000/gal 0.2-1.0 N

  Diesel 9.12 x 106/m3 137,000/gal 0.4 N

  Gasoline 8.62 x 106/m3 130,000/gal 0.03-0.04 N

  Kerosene 8.32 x 106/m3 135,000/gal 0.02-0.05 N

  Liquid Petroleum Gas 6.25 x 106/m3 94,000/gal N N

Gaseous Fuels

  Natural Gas 9,341/m3 1,050/SCF N N

  Coke Oven Gas 5,249/m3 590/SCF 0.5-2.0 N

  Blast Furnace Gas 890/m3 100/SCF N N
a  N = Negligible.
b  Ash content may be considerably higher when sand, dirt, etc., are present.


